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Connecting Rod Marked		  Piston Pin O.D.				    Rod Bolts*
		
2.9 Powertech 	 	
		
3029 D 		
R107180 / Square Pin End	 31.994-32.000mm / 1.2596-1.2598 in	 NR80033 / 2.323” / 59mm
 		
3029 T		
R501073 / R105011 / R501072 	 41.27-41.28mm / 1.6248-1.6252 in	 NR501124 / 2.402” / 61mm
R121092 / RE40541		  41.27-41.28mm / 1.6248-1.6252 in	 NR501124 / 2.402” / 61mm
Tapered Pin End		
 		
4.5 Powertech		
		
Small Pin		
R500000 / Square Pin End	 34.920-34.930mm / 1.3748-1.3752 in	 NR501124 / 2.402” / 61mm
R123959 / Square Pin End	 34.920-34.930mm / 1.3748-1.3752 in	 NR114083 / 2.5240 / 64mm
 		
Large Pin		
R500335 / Tapered Pin End	 41.270-41.280mm / 1.6248-1.6252 in	 NR501124 / 2.402” / 61mm
R114081 / Tapered Pin End 	 41.270-41.280mm / 1.6248-1.6252 in	 NR114083 / 2.5240 / 64mm
 		
6.8 Powertech		
		
Small Pin		
R501072 / R500000		  34.920-34.930mm / 1.3748-1.3752 in	 NR501124 / 2.402” / 61mm
R123959			   34.920-34.930mm / 1.3748-1.3752 in	 NR114083 / 2.5240 / 64mm
Square Pin End		
 		
Large Pin		
R500335 / Tapered Pin End	 41.270-41.280mm / 1.6248-1.6252 in	 NR501124 / 2.402” / 61mm
R114081 / Tapered Pin End	 41.270-41.280mm / 1.6248-1.6252 in	 NR114083 / 2.5240” / 64mm
 		
 8.1 Powertech 		
		
R501034 / R116340		  47.597-47.613mm / 1.8739-1.8745 in	 NR501035 / 2.342” / 59.49mm
Tapered Pin End		
		
	 * NOTE Bolts are measured from under bolt head or washer to end of bolts.	
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